MORE UPD INFO 


When using UPD with the Byte-Back serial units, you 
have to initialize the interface before you try to 
do any printing. This can either be done from BASIC 
(see Byte-Back’s documentation>?, or with a short 
machine-code routine like the following: 


lixxxx LD DE,TABL stable address 

464 LD B,@6 :# of bytes to send 
iA LD A, (DE) :Get a byte 

32FF3F LD (3FFF),A :send it out 

AF XOR A :set A to zero 

3D DEC A :delay loop 

20FD JR NZ -3 sloop back for delay 
13 INC DE rnext byte address 
10F5 DJNZ -iid “ssend all 8 bytes 

cy RET return 

ag DATA Cload add. of this byte into DE] 
a6 DATA 

au DATA 

46 DATA 

xx DATA [your initialization number] 
1i DATA 


Ccourtesy Byte-Back Co.) 


Listing 3 on page 13 (Download transfer routine? was 
not marked as such. Reference to this listing was 
made on %, last paragraph. If you omit this, you'll 
crash when running the BASIC loader. 


Specifying starting line for COPN is possible, but 
not without considerable re-arrangement of the COPY 
routine. I have an updated version containing this 
and other improvements for $14.95 (also available 
fram E. Arthur Brown). Manual only Ccontains 
upgraded UPD m/c disassembly? available to 
subscribers only for $2.00 and an SASE. -fn 


